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Rhino-Stop® 240 has been assessed to the 240kN impact load as described in AS/NZS 1170.1 clause 3.8 a) ii) for Light Traffic Areas, based on: REV.| ZONE [DESCRIPTION | __DATE _|APPV'D
Post spacing at Maximum 0.8 mtrs Centres A [Original Tssue, supersedes GR-WB-T7T [20/07/2022] HW
Minimum 6 Post Assembly per Installation
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Post Anchor Bolt Installation Details
Slab Thickness (t) = 170mm > 170mm
S =3 Anchor Bolt Part # | GR-FS-20-0160-HG | GR-FS-20-0187-HG
m ~ . .
Fischer FBN II Fischer FBN II
4 Anchor Bolf Type Mechanical Mechanical
200 Min. Embedment Depth 100mm 130mm
ITEM BoM Weight 2x @ 24 THRU /" —= = Drill Type Masonary Bit Masonary Bit
No. | PART NUMBER DESCRIPTION kg SECTION A-A Drill diameter 220mm 220mm
1 | GR-PB-IS-0625-BG Rhlno—Sl’rop® 24'0 Post 326 BASE PLATE Drill Depth 105mm 35mm
2 |GR-MX-MX-0800-AG |Handrail Extension Type & 5.3 DETAIL Minimum Torque 200Nm 200Nm
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6 GR_FS_16_OOA5_HG M16xl+5 HEX HEad BO” & NUt ASSY - 00 STATUS| NAME DATE %R::eRldG:‘aTwln‘;lsl,rp‘l:r:ssarﬁsesr;:gﬁmahons and theA:Ey;r\SgBhtﬁEe:’e?r?:rﬁel‘ General Arrangemenf
7 |GR-FS-16-0032-MG | M16x32 Mushroom Head SPLICE Bolf & Oversize Nuf Assy CL8.8 0.2 |opaim . Roguiski |20/07/202 [t afe,Srestion iy L rs s el fe . (OG0 REVIION: [SREET S
8 |GR-FS-16-0050-MG | M16x50 Mushroom Head POST Bolf & Oversize Nut Assy Class &6 02 [cren [T, Colquhoun |20/07/2022 |h0. Jossances. simn TR0 ANLE SD-CP-05002 A | AL
9 | GR-FS-14-0025-TG 1kg x 25mm Hex Head Screw Self Tapping, 10 tpi, Class5, B8 Coating 4pPyD|H. Wallace  [20/07/2022 [s7ATUS: RPPROVED WEIGHT822 .9kg | X077 SCALE: 1:25 [SHEET 1 of 3
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Rhino-Stop® 240 has been assessed fto the 240kN impact load as described in AS/NZS 1170.1 clause 3.8 a) ii) for Light Traffic Areas, based on:

Post spacing at Maximum 0.8 mfrs Centres
Minimum 6 Post Assembly per Installation

DETAIL B
RS ~ . SCALE 1:10
\ ~
RS
PATERAL . . T Carpark Barriers - Rhino-Stop® 240
SafeDirection Rhino-Stop® 240 Type 2
CRASH. BARRIER SOLUTIOMNS GuardRail & Offside Sight Rail
STATUS) NAME DATE %Rldﬁ:‘alm;lsl, rp‘lahr':ss arﬁsesr;:glfltahuns and theA:Ey;rngitﬁﬁerLeSir? aerL WO General Arrangement EVSTON T STEET STZE
DETAIL C DRAWN|W. Rogulski | 20/07/2022 [Ferbiter o coiea enolly ot m st vitsoct witoen parmssion ‘ '
cHk |T. Colquhoun |20/07/2022 |UN0" Joramnces. sinm T ANGLE SD-CP-05002 A | AL
SCALE 110 4pPyD|H. Wallace  [20/07/2022 [s7ATUS: APPROVED WEIGHT:822.9kq | J8hie “|SCALE: 1:25 [SHEET 2 of 3
1 | | L tfmmw (arpzrkgarmers\ D-CP-05000 RhinaSTop 240\SD-CP-05002 - RhinoSfop 240 Type ZB Wednesday, 20 July 2022 3:3150 P




Rhino-Stop® 240 has been assessed to the 240kN impact load as described in AS/NZS 1170.1 clause 3.8 a) ii) for Light Traffic Areas, based on:

Post spacing at Maximum 0.8 mtrs Centres
Minimum 6 Post Assembly per Installation
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