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NOTES: [ REVISIONS
- REV.| ZONE |DESCRIPTION DATE APPV'D
1. The W-Beam guardrail panel may be bolted to the Post using a M16x32mm or M16x50mm Mushroom Head Bolt, with a standard or oversize M16 Hex Nut. A Tnifial Issue, supersedes GR-WB-093
2. Anchor assembly to comprise one of the following options: B Updafed foofing defail 1970472023 HW
C Updafed NOTES, #27. a. 0970472025 HW

a.  Four (&) off M20x187mm Galvanised Fischer FBN Il (as shown). Minimum embedment depth of 125mm, each anchor torqued to 200Nm.
b.  Four (&) off M20 Galvanised Rods Class 8.8. Minimum embedment depth of 170mm, secured with Fischer FIS SB 390 S. Each anchor torqued to 120Nm.
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NOTES: !
The W-Beam guardrail panel may be bolted to the Post using a M16x32mm or M16x50mm Mushroom Head Bolf, with a standard or oversize M16 Hex Nut.

1.
2. Anchor assembly to comprise one of the following options:
a.  Four (&) off M20x187mm Galvanised Fischer FBN Il (as shown). Minimum embedment depth of 125mm, each anchor torqued to 200Nm.
b.  Four (&) off M20 Galvanised Rods Class 8.8. Minimum embedment depth of 170mm, secured with Fischer FIS SB 390 S. Each anchor torqued to 120Nm.
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The W-Beam guardrail panel may be bolted to the Post using a M16x32mm or M16x50mm Mushroom Head Bolf, with a standard or oversize M16 Hex Nuf.
Anchor assembly to comprise one of the following options:
Four (4) off M20x187mm Galvanised Fischer FBN Il (as shown). Mininum embedment depth of 125mm, each anchor torqued to 200Nm.

a.
b.

Four (4) off M20 Galvanised Rods Class 8.8. Minimum embedment depth of 170mm, secured with Fischer FIS SB 390 S. Each anchor torqued to 120Nm.
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